
December 20, 2001 TABLE 12.3-1

Anticipated Maintenance Schedule for the Cherry Point Cogeneration Project

 013-1421.410

Year 1 Year 2 Year 3 Year 4 Year 5 Year 6 Year 7 Year 8 Year 9 Year 10 Year 11 Year 12

Gas Turbines
Combustor inspection (CI) a b a b a b a b
Hot gas Path Inspection (HG) c c c c
Major Overhaul e e

Steam Turbine
Minor Inspection d d
Major Inspection e e

Balance of Plant f f f f f f f f f f f f

Traffic

Material deliveries (# of trips) 16             17             58              20             17             90               16             31             62              16             17             90               

Maintenance Labor (hrs) 392           686           1,838         392           686           3,932          392           686           1,838         392           686           3,932          

Total 408           703           1,896         412           703           4,022          408           717           1,900         408           703           4,022          

Notes:
(a) Every 12000 hours,1 week per GTG, 2 x 10 hour shifts.
(b) Every 24000 hours, 3 wks per GTG, 2 x 10 hour shifts.  Includes CI
(c) Every 48,000 hours, 6 wks per GTG, 2 x 10 hour shifts, Includes CI and HG
(d) Every 24,000 hours, 1 week, 2 x 10 hour shifts
(e) Every 48,000 hours, 4 weeks, 2 x 10 hour shifts
(f) Every year during boiler annuals lasting 1 to 2 weeks, 2 x10 hourshifts
This pattern will repeat every 12 years
Source: Duke / Fluor Daniel, 2001
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